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Treating  Sewage. 


{This  Imention  recewed  Provisional  Protection  only.) 

PROVISIONAL  SPECIFICATION  left  by  Eugene  Moriarty  at  the  Office 
of  the  Commissioners  of  Patents,  with  his  Petition,  on  the  9th 
May  1873.  —  Partly  a  communication  from  abroad  by  the  late 
Jacques  Jules  Eenous  Cere,  of  Brussels,  Belgium. 

5  I,  Etjuene  Moriarty,  of  Portobello  Road,  Notting  Hill,  in  the 
County  of  Middlesex,  House  Steward,  do  hereby  declare  the  nature 
of  the  said  Invention  for  Improvements  in  Treating  Sewage  in  order  to 
Produce  Manure  therefrom,’’  the  result  partly  of  a  communication  from 
abroad  made  to  me  by  the  late  Jacques  Jules  Benous  Cere,  of  Brussels, 
10  Belgium,  and  partly  of  Invention  and  discovery  made  by  myself,  to  be 
as  follows : — 

The  object  of  this  Invention  is  to  treat  sewage  in  order  to  produce 
manure  therefrom.  Eor  this  purpose  the  sewage  is  treated  with  the 
following  matters,  namely: — Plaster  or  sulphate  of  lime,  tar,  wood, 
15  charcoal,  acid,  phosphates  of  magnesia,  and  phosphate  or  sulphate  of 
iron,  ammonia,  sulphur,  saltpetre  (nitrate  of  potash),  phosphoric  acid, 
and  nitrate  of  soda. 
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Provisional 

Specification. 


Moriarty^s  Improvements^m  Treating  Sewage  to  Troduce  Manure. 

In  performing  the  process  the  salts  or  chemicals  are  first  mixed 
together  so  as  to  form  one  solution,  and  this  solution  is  added  to  the 
sewage  to  be  treated,  and  is  well  mixed  therewith.  The  compound  is 
then  mixed  with  charcoal,  then  tar  is  added  to  the  mass,  and  lastly^ 
plaster  or  sulphate  of  lime  is  added  thereto.  After  each  substance  is  6 
introduced,  the  mass  is  well  mixed.  The  whole  is  then  dried  by  natural 
or  artificial  means,  and  it  is  then  ready  for  use  as  manure. 

The  following  proportions  may  be  sometimes  adopted,  but  I  do  not 
restrict  myself  thereto : — 

To  every  28  lbs.  of  night  soil,  I  add, —  10 

12  oz.  acid  phosphate  of  magnesia. 

6  oz.  sulphate  of  iron. 

4  oz.  sulphur. 

4  oz.  ammonia. 

4  oz.  phosphoric  acid.  15 

4  oz.  nitrate  of  soda. 

3  oz.  nitrate  of  potash. 

4  lbs.  gas  tar. 

6  lbs.  wood  charcoal. 

And  also  sulphate  of  lime  sufficient  to  bring  the  mass  to  a  proper  20 
consistency  for  drying  and  pulverizing. 


LONDON: 

Printed  by  George  Edward  Eyre  and  William  Spottiswoode, 
Printers  to  the  Queen's  most  Excellent  Majesty.  1873. 
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